
Stratco Hiland toe flashing

Screw

Screw

Stratco Hiland Tray cladding

Stratco Hiland toe flashing
(alternative)

Batten - steel or timber, spacing
to suit cladding

Walling underlay / membrane
(& thermal break if required)

Structural wall framing

Stratco Hiland parapet capping

Screw
RivetScrew

Stratco Hiland Tray cladding

Batten - steel or timber,
spacing to suit cladding

Structural wall framing

Walling underlay / membrane
(& thermal break if required)

Parapet cladding

Stratco Hiland under/ over
flashing

Stratco Hiland Tray cladding

Screw

Screw

Batten - steel or timber,
spacing to suit cladding

Walling underlay / membrane
(& thermal break if required)

Batten - steel or timber,
spacing to suit cladding

Walling underlay / membrane
(& thermal break if required)

Structural wall framing

Rivet

Stratco Hiland Tray cladding

Stratco Hiland Snaplock head
flashing (2 part)

Screw

Window/ Door

Stratco Hiland Tray cladding

Stratco Hiland sill flashing

Stratco Hiland head/ jamb
flashing (alternate) - note drip
groove required for head

Rivet

Screw

Screw

Batten - steel or timber,
spacing to suit cladding

Walling underlay / membrane
(& thermal break if required)

Screw

Screw

Stratco Hiland Tray Snaplock
cladding

Stratco Hiland Tray Snaplock
cladding

Structural wall framing

Batten - steel or timber, spacing
to suit cladding

Walling underlay / membrane
(& thermal break if required)

Stratco Hiland Tray Snaplock
double overlap internal corner
flashing

Stratco Hiland Tray Snaplock
double overlap external corner
flashing

Stratco Hiland Tray Snaplock
double underlap internal corner
flashing

Stratco Hiland Tray Snaplock
double underlap external corner
flashing

Stratco Hiland Tray Snaplock
cladding

Stratco Hiland Tray Snaplock
overlap end flashing

Batten - steel or timber, spacing
to suit cladding

Screw

Structural wall framing

Stratco Hiland Tray cladding

Stratco Hiland Tray Snaplock
underlap end flashing

Stratco Hiland end/ top cap
Stratco Hiland end/ top cap
(altrernative)

Screw
Screw

Batten - steel or timber, spacing
to suit cladding

Structural wall framing

Walling underlay / membrane
(& thermal break if required)

Batten - steel or timber,
spacing to suit cladding

Walling underlay / membrane
(& thermal break if required)

Structural wall framing

Internal lining

Window/ Door
Stratco Hiland Tray Snaplock
cladding

Stratco Hiland Tray Snaplock
underlap jamb flashing

Stratco Hiland Tray Snaplock
overlap jamb flashing

Screw Screw

Stratco Hiland head/ jamb
flashing (alternate)

www.stratco-arc.com.au

Scale

Checked by

Drawn by

Date

Project number

Head Office:
125 Cavan Road,

Gepps Cross SA 5074
T. 1300 288 598
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Online Enquiries:  
https://stratco-arc.com.au/enquiries/

This document is to be used in conjunction 
with all other published information 
provided by the manufacturer (Stratco) 
including but not limited to;
• General Design Guides
• Product Specific Design Guides
• Selection, Use & Maintenance Guides

Suggested flashings and substrate details 
are a guide only. 
It is responsibility of the designer & installer 
to assure compliance with Australian 
Standards and National Construction Code. 
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Hiland Snaplock Toe
1
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Hiland Snaplock Parapet
2
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Hiland Snaplock Under/ Over Flashing
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Hiland Snaplock Opening Head & Sill
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Detail Flashings - Hiland Snaplock Corner
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Detail Flashings - Hiland Snaplock End Caps
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Detail Flashings - Hiland Snaplock Jambs
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