
Architectural

Wall Cladding

NINELINE™ Flute



Features at a glance:

• Rib Height:  144mm

• Cover:  300mm

• BMT:  0.55

• Fixing Method:  Concealed Clip

• Maximum Length: 6,000mm

• Minimum Length: 600mm

• Available in: COLORBOND® 

 Traditional Galvanized Z600

  Stratco Woodgrain 

 Zincalume®

This simple shape has been reinterpreted to create a façade that offers a shadow effect that currently doesn’t exist 

in steel wall claddings. An Australian built environment first, this profile features a 144mm rib height. There are no 

exposed fixings; this installation method cleverly ensures a fully waterproof wall system.

The modular panels are demountable offering high impact resistance and easy panel replacement. Flute can be 

planned around openings and standard building dimensions; detailing recommendations are available to assist with 

parapets and corners, etc.

Perfect for commercial and residential application, Flute is complemented by an extensive range of colours and 

finishes to suit your vision, including a Stratco exclusive range.

Ask to see NINELINE™ Flute for yourself. Available exclusively from Stratco Australia.

Inspired by the shape of a traditional half-round gutter, Flute gives 

architects and designers a new curved wall cladding option.

NINELINE™ Flute



NINELINE ™ Flute

TECHNICAL INFORMATION:

For all specification and detailing 

information scan the QR code.

APPLICATION:

• Wall cladding

The information contained within this brochure is for general use and information only. Stratco Australia recommends that you obtain 
appropriate expert advice confirming the suitability of product(s) and information in relation to the proposed application.

All brand names, images accompanied by ® or ™ remain the property of Stratco Australia.

Scan this QR code to find a Stratco near you.

1300 288 598  |  stratco-arc.com.au 
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