Detail = Single Detail - Repeated

Hiland Interlock Cladding
Height: 25mm

Fixing: Concealed i i - i i i
Gap: 5Smm
Coverage: 500mm

Hiland Interlock Claddin

Fixing: Conceal
I.‘%ﬁ ht: 25mm s ¥ - * a " * a

ap: 5Smm
Coverage: 300mm

Hiland Interlock Claddin

T T
Gap: Smm
Coverage: 200mm

Hiland Interlock Cladding
Height: 25mm

Fixing: Concealed F ¥ N P - -
Gap: 10mm
Coverage: 495mm

Hiland Interlock Cladding
Height: 25mm

Fixing: Concealed w i . hd ® " hd w

Gap: 10mm
Coverage: 295mm

Hiland Interlock Claddin
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ap: 10mm
Coverage: 195mm

Hiland Nailstrip
Height: 38mm
Fixing: Concealed
Coverage: 320mm

Hiland Nailstrip
Height: 38mm
Fixing: Concealed
Coverage: 265mm

Hiland Nailstrip
Height: 38mm
Fixing: Concealed
Coverage: 165mm

Hiland Nailstrip
Height: 25mm
Fixing: Concealed
Coverage: 350mm

Hiland Nailstrip
Height: 25mm
Fixing: Concealed
Coverage: 295mm

Hiland Nailstrip
Height: 25mm
Fixing: Concealed
Coverage: 195mm

Detail - Single Detail - Bepeated
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Hiland Snaplock
Height: 38mm
Fixing: Concealed
Coverage: 340mm

Hiland Snaplock
Height: 38mm
Fixing: Concealed
Coverage: 285mm

Hiland Snaplock
Helight: 38mim
Fixing: Concealed
Coverage: 185mm

Hiland Snaplock
Helght: 25mm
Fixing: Concealed
Coverage: 325mim

Hiland Snaplock
Height: 25mm
Fixing: Concealed
Coverage: 225mmn
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/TRATCO

ARCHITECTURAL
SOLUTIONS

www.stratco-arc.com.au

Head Office:

125 Cavan Road,
Gepps Cross SA 5074
T.1300 288 598
E. info@stratco-arc.com.au

Online Enquiries:
https://stratco-arc.com.au/enquiries/

This document is to be used in conjunction
with all other published information
provided by the manufacturer (Stratco)
including but not limited to;

. General Design Guides

. Product Specific Design Guides

Hiland Interlock Cladding . Selection, Use & Maintenance Guides
Height: 25mm - - ¥
o a a m ot . .
me@“ggg@@%%ﬁ Suggested flashings and substrate details
Coverage: 490mm are a guide only.

Hiland Interlock Cladding
Height: 25mm

Fixing: Concealed ¥ F ~ F P P aE af

Gap: 15mm
Coverage: 290mm

Hiland Interlock Cladding
Height: 25mm

Fixing: Concealed wF e e T A s s s G

Gap: 15mm
Coverage: 190mm

Hiland Interlock Cladding
Height: 25mm

Fﬁxﬁng: Exposed ¥ ¥ ~ ¥ * ¥
a

p: 15mm
Coverage: 490mm

Hiland Interlock Cladding
Height: 25mm

Fﬁxﬁn«g: Exposed ¥ * 7 * * “ B *
ap: 15mm
Coverage: 290mm

Hiland Interlock Cladding
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p: 15mm
Coverage: 190mm

@ Level 1 - Detail Cladding - Hiland Interlock
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to assure compliance with Australian

@ Level 1 - Detail Cladding - Hiland Nailstrip @ Level 1 - Detail Cladding - Hiland Snaplock Itis responsibility of the designer & installer

Standards and National Construction Code.
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